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https://www.opticallenssupplier.com/in/products/China-Split-Fiber-Laser-Marking-Machine.html
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https://www.opticallenssupplier.com/in/products/Cabinet-Fiber-Laser-Marking-Machine-30w-and-50W-Metal-Engraving-and-cutting-Machine-for-Diamond.html

Lifting Handle

Display

Galvanometer Head

F-Theta Lens

Control Button

| - |

Thermal Design

Industrial Computer Rotary Device

(Optional)

Movable Wheel

Laser Source

Radio frequency tube laser source with high
laser energy , fine laser path , low fault rate.

0 High-speed Digital
Galvanometer Scanning System

High speed scanning galvanometer with Germany | o
SCANLAB technology, with fast marking speed , A '
digital signal, high precision. --

F-Theta Lens

Singapore RONAR-SMITH F-theta lens , very fine
focusing , we have 110mmx110mm, 175
mx175mm, 200x200mm, 30mm=300mm marking
area for optional.

104 control Board & Control Software

Famous brand original EZCAD Control system
with high stability and easy operation,
good performance.
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Certificate of Approval

Certificate No.: 10119Q12565ROM

Awarded to
Carman Haas Laser Technology(SuZhou)
Co., Ltd.

Organization Code Certificate No. / Unified Social Credit Code:91320594MA1MF4EP56
Add.:No.155, West Road Suhong, Suzhou Industrial Park, Suzhou City, Jiangsu Province, P.R. China. 215000

Beijing ZhongLian TianRun Certification Center (ZLTR) certify that the
Quality Management System of the above organization has been assessed and found to be
in accordance with the requirements of the standard:

GB/T19001-2016 / 1ISO9001:2015

SCOPE OF CERTIFICATION/REGISTRATION

The Research and Development and Production of Optics Lenses (Except the limits of
national laws and regulations. )

This certificate is made valid when used with certification scopes and the requirements of applicable
laws and regulations. These requirements include, but are not limited to, administrative permits,
scopes of qualifications, and CCC requirements.

Subject to operation conditions in requirements conformity with Quality Management System,
This Certificate is valid for a period of three years only,

Date from: Mar 13th,2019 To: Mar 12th,2022
The effectiveness of this Certificate shall be Validated by periodic surveillance audit

of ZLTR for maintenance.
Information of this certificate can’be found on the ofﬁclal website of Beijing Zhonglian Tianrun
ertification center (http://www.zltr.com.cn

SCC Accredited
CB-MS

©

OCsSM
Accrédité CCN

Beijing Zhongllantian run Certification Center
Room2603, 22nd Floor, 2nd Unit, Block 1, No.4 Yard, Qiyang Road, Chaoyang District, Beijing, P.R. China 100102

Information of this certificate can be found on the official website of Certification and Accreditation Administration of the People's Republic of China (http://www.cnca.gov.c)
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