
Product Description

Galvo Scan Head Welding Supplier China Carmanhaas Scanner Welding System, it integrates
functions such as Laser Source, Scanning Welding head, Beam Control, Visual Positioning, Safety system,
Cooling system, Shutter, etc., has a high degree of integration. The galvanometer module used in the
system has high precision and can ensure a small thermal lens effect during processing. The heat
dissipation performance is fully considered in the design, and the phenomenon of focal thermal drift is
further suppressed. The fully sealed structure design can ensure long-term stable work in harsh
environments.

Scanner Welding Factory China, the specially designed control system can meet the needs of
customers in different fields. The control system is highly integrated and equipped with a special safety
system, making it safer, more convenient and reliable for customers to use.

https://www.opticallenssupplier.com/products/High-Power-Welding-Module-Galvo-scan-head-with-water-cooling-for-laser-welding-battery-cell-covers-a.html
https://www.opticallenssupplier.com/products/1064nm-Fiber-Laser-Welding-Scanning-Galvo-Head-for-Galvo-Laser-welding-machine.html


Swing Function:

High performance air knife:



Consistency of welding quality:



China Laser Welding Wholesales Factory 

Technical Parameter:

1. Wavelength: 1030~1090nm；
2. Laser Power：Multimode laser 6000W；
3. Laser Power：Single mode laser 2500W
4. Collimating Lens FL: fc=200mm；
5. f-θ Scan Lens FL：f=400mm；
6. Coaxial CCD Lens：f=50mm，Max 1/2″Camera，C connector；             
7. Focus range：±3mm collimating lens moving；
8. Connector QBH；
9. Optional power detection：Sampling Rate 0.5%，Detection frequency 100Hz；
10. Air knife (Optional)；
11. Safety System (Optional)；
12. Focus indicator (Optional)；
13. Air Cooling system (Optional)；
14. Control system XY2-100；
15. Gross Weight: 18kg.

https://www.opticallenssupplier.com/products/CO2-Marking-Machine-Parts.htm








Mechanical Dimensions(mm)：



Main View:





Left View:





Connector between Galvo and Scan Lens :



Factory











Certificate&Exhibition





Packing List



Return Policy: 



Should returns be required:
Step 1) Contact us with this website email.
Step 2) Provide as much detail as possible about the problem you are having.
Step 3) Authorization to return the item will be issued.
Step 4) Return the item for the agreed replacement or refund.

Logistics:

(1)For Laser Optics order delivery,can be optional with DHL,UPS,FedEx,TNT,EMS,ets

(2)For Laser machine order delivery,can be optional with terms of EXWork FOB,CNF,CIF By Air or 
by Sea based on the buyer's forwarders or ours.

FAQ

Q1.Are you a manufacturer? 

A1: Yes, we are professional and experienced manufacturer with our own molds and production lines. 

Q2.How about quality of products? 

A2: Our technicians and QC teams test the products one by one using aging line, professional devices and
instruments to ensure the quality for all products.  

Q3.How about price? 

A3: We are a manufacturer and always offer our customers the most competitive prices. 

Q4.How to place an order? 

A4: Contact with online service, or sent email to us directly, we will reply to you with product price,
specifications, packing etc. soon. Thank you.  

Q5.May I send material to test marking performance?  

A5: Yes! You are welcome to send material to test our superior quality and service.  

Q6.Can I visit your factory? 

A6: Yes, welcome to visit our factory at your convenient time.  

Q7.How can I make OEM or ODM orders? 

A7: We have different print processing for different OEM/ODM orders. Please contact us with online
service or send email to us directly.  

Q8. How should I pay for my orders? 

A8: You can pay by T/T would be available for qualified bank and MOQ required for each order.


