Uriin Aciklamast:

Carmanhaas (Galvo Kafa Lazer Kaynak Ureticisi Cin) QBH Modiilli, tarama kafas1 ve F-teta

Tarama lensler de dahil olmak iizere ylksek gii¢ kaynagi modiili. Biz yliksek son endiistriyel lazer
uygulamasi iizerinde odaklanmistir. Standart modelin PSH14, PSH20 ve PSH30 oldugunu.

PSH14-1H yiiksek gii¢ Version- 200W gelen 1KW (CW) kadar lazer giicii; tamamen su ile sogutularak
tarama kafasina sizdirmaz; ylksek lazer giicli icin miisait, 6rnegdin, tozunu veya gevresel ortamlar zorlu
katki maddesi iretiminde (3D baski), hassas kaynak vb

PSH20-1H yiiksek gii¢ Version- 300W gelen 3KW (CW) kadar lazer glicli; tamamen su ile sogutularak
tarama kafasina sizdirmaz; yliksek lazer giicli icin miisait, 6rnegdin, tozunu veya gevresel ortamlar zorlu
katki maddesi iretiminde (3D baski), hassas kaynak vb

PSH30-1H yiiksek gii¢ Version- 2KW gelen 6KW'1Uk (CW) kadar lazer giicii; tamamen su ile
sogutularak tarama kafasina sizdirmaz; stiper yliksek lazer giicii, asir1 diistik siirilklenme giinler igin
uygundur. Ornegin. Lazer kaynak.


https://www.opticallenssupplier.com/tr/products/Power-Battery-Galvo-Head-Laser-Welding-Manufacturer-China.html
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Optics and optical system for fiber laser welding

TiPIK UYGULAMALAR:

pil hiicresi kapaklar1 kaynak olarak hiicre temas elektriksel bir pil bloguna tek hiicrelerin baglamak i¢in
aliminyum veya bakir sactan mamul yiizeyleri kaynak olup, yiksek gii¢c kaynag: modili icin tipik bir
uygulamadir. Modiil ekseni tasima kopriisu ya da robot kolu iizerine monte da “uzak kaynak” yontemi

kullanilarak celik plakalarinin kaynak yapilmasi icin mitkemmel bir ¢ozimdiir. 30 mm aciklikli saptirma
birimine ek olarak, 20 mm aciklikli saptirma birimlerinin kaynak plastikler i¢in kullanilabilir.

Anahtar Avantajlar:

1.Extremely dusuk sicaklik kaymasi (<3urad / °C); 8 saatin uzerinde Uzun Vadeli Ofset Drift <30 Urad
2.Extremely yitksek ¢oziiniirliik ve hizi; 1 URAD resolutions; 2 URAD repeatability<

3.Extremely ylksek hiz:

PSH14-H: 15m/s

PSH20-H: 12m / sn
PSH30-H: 9m/s

Tiklamak Giic Pil Lazer Kesim Mercek Daha fazla bilgi edinmek



https://www.opticallenssupplier.com/tr/products/Power-battery-laser-cutting-lens-manufacturer-china.html
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Teknik parametreler:

Model PSH14-H PSH20-H PSH30-H

Input laser power (MAX.) CW: 1000W @ ﬁlfJer laser CW: 3000W @ fib.er laser CW: 1000W @ filfner laser
Pulsed: 500W @ fiber laser | Pulsed: 1500W @ fiber laser Pulsed: 150W @ fiber laser
Water cool/sealed scan head yes yes yes
Aperture (mm) 14 20 30
Effective Scan Angle +10° +10° +10°
Tracking Error 0.19 ms 0.28ms 0.45ms
Step Response Time(1% of full
scale) = 04 ms < 0.6ms = 09ms
Typical Speed
Positioning / jump < 15 m/s <12 m/s < 9m/s
Line scanning/raster scanning < 10 m/s <7m/s < dmj/s
Typical vector scanning <4 m/s <3m/s < 2m/s
Good Writing quality 700 cps 450 cps 260 cps
High writing quality 550 cps 320 cps 180 cps
Precision
Linearity 99.9% 99.9% 99.9%
Resolution < 1urad < 1 urad < 1 urad
Repeatability < 2urad < 2 urad < 2 urad
Temperature Drift
Offset Drift = 3urad/C = 3 urad/"C < 3 urad/C
g:;: Brzrterf;nf;Ieu:::'liT:T < 30 urad < 30 urad < 30 urad
Operating Temperature Range 25°C+10°C 25°C+10°C 25°C+10°C
: Gk Fak

R an Digitefxl:n)?lz?lools:lotocol Digita):Tle?mOls:;tocol Digitaiﬂz?lools:lotocol
Input Power Requirement (DC) +15V@ 4A Max RMS +15V@ 4A Max RMS +15V@ 4A Max RMS

Not:

(1) Tum acilar mekanik derece icindedir.

F-Teta amaci f = 163mm ile (2). Hiz degeri farkli odak uzakliklar ile uygun olarak degisir.

(3) 1 mm yiikseklige sahip Tek vurus yaz tipi.

Mekanik Boyutlar (mm):
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Focus on high end industrial laser applications
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PSH30 Scan Head

Focus on high end industrial laser applications

Mechanical Drawings

PSH30/PSH30-H scan head
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Sertifika ve Sergi



CERTIFICATE

ATIESTATION
CERTIFICATE OF MACHINERY AND
LOW VOLTAGE DIRECTIVES

Technical file of the company mentiened below has been ebserved and audit has been
completed successfully. 2006/42/EC Machinery Directive and
2014/ 35/EU Low Voltage Directive have been taken as references for these processes
Company Name : Carman HAAS IaserTechnology (Suzhou) Co., I1d.

Company Address : No 155, West Road Suhong, Suzhou Industrial Park, Suzhou City,
Jiangsu , P.R.China

Related Directives and Annex : Low Voltage Directive 2014/35/EU
Machinery Directive 2006/42/EC

Related Standards : EN 5O 12100:2010; EN 60204-1:2006+A1:2009+AC:2010
Product Name : Laser Marking Machine

Report No and Date : SD-90049717;09.08.2018

Product Brand/Model/Type : LMCH-3W,LMCH-5W,LMCH-10W,LMCH- 15W LMCH-20W,LMCH-25W,
IMCH-30W,LMCH-50W,LMCH-60W,LMCH-70W LMCH-100W,
LMCH-120W.IMCH-150W.LMCH-200W.LMCH-300W,LMCH-500W

Certificate Number : M.2018.201.N6073
Initial Assessment Date :10.08.2018

Registration Date : 13.08.2018

Reissue Date/No : Auditing Training
Expiry Date :12.08.2023 and Trade Inc. Co.

The valdy of the comficate can be checked theough wwvudem.comt: The CE mark shown on the fight
ean only be used under the respondbilty of the manufacturer with the completion of EC Declsration of

el T e b4
‘Auchting Tiining Cente ndusty andl rads Inc. Co, to whoms I must be refumed wpon roquast, The above
named finn must keep a copy of this ceificate for 15 years from the regitration of certificate, This cenficate:

-

only covers the product(s) stated above aned UDEM st be noliced i case of ary changes on the productis)

Address: Mutlukent Mahallesi 2073 Sokak (Eski 93 Sokak) Nor10 Cankaya - Ankara - TURKEY UDEM
Phone: +90 0312 443 03 90 Fax: +90 0312 443 03 76 D

E-mait info@udemitd.com.tr www.udem.com.tr

Certificate of Approval
Certificate No.: 10119Q12565ROM
Awarded to
Carman Haas Laser Technology(SuZhou)
Co., Ltd.

Organization Code Centificate No. / Unified Social Credit Code:91320594MAIMFAEP36
Add.:No. 155, West Road Suhong, Suzhou Industrial Park, Suzhou City, Jiangsu Province, P.R. China. 215000

Beijing ZhongLian TianRun Certification Center (ZLTR) certify that the
Quality Munagment System af the abave orgamzm‘wn has been u&sesseu' and found to be

of the
GBIT1 9001 -201 6/1809001:2015

SCOPE OF CERTIFICATION/REGISTRATION
The Research and Development and Production of Optics Lenses (Except the limits of
national laws and regulations. )

L1006 OSI

This certificate is made valid when used with certification scopes and the requirements of applicable
laws and regulations. These requirements include, but are not limited to, administrative permits,
scopes of qual fons, and CCC
Subject to operation conditions int requirements conformity with Quality Management System,
This Certificate is valid for a period of three years only,
Date from: Mar 13th,2019 To: Mar 12th,2022
The effectiveness of this Certificate shall be Validated by periodic surveillance audit
of ZLTR for maintenance.

Information of hiscertifcate can be found on the afficial websic of iijng Zhonglian Tianrun
erification center (hitp://www.zlir.com.cn)

it Bloc , Vo Yad, GgngRoad, ChaoyangDiskict,Being PR China 100102

sy

Beijimngmzngiprllngliantianrun Certification Center
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fade politikasi:

Geri donduriulmelidir:



Adim 1) Bu web sitesi e-postasiyla bize ulasin.

Adim 2) Sahip oldugunuz sorun hakkinda miimkiin oldugunca fazla ayrint1 saglayin.
Adim 3) Ogeyi iade etme yetkisi verilecektir.

Adim 4) Kabul edilen degistirme veya geri 6deme icin 6geyi iade edin.

Lojistik:

(1) Lazer Optik siparis verme igin, istege bagh olabilir DHL, UPS FedEx, TNT, EMS, ETS

(2) icinLazermakinesiparisteslimat, kutuolmakistege baghile birliktesartlarile ilgiliEski isFOB, CNF,
CIFileHavaveyaileDeniztemelliiizerindealicininileticileriveyabizim.

Q1. Bir uretici misiniz?
Al: Evet, biz kendi kalip ve iiretim hatlar ile profesyonel ve deneyimli iireticisi.
Q2.How iiriinlerin kalitesi hakkinda?

A2: Teknisyenlerimiz ve QC ekiplerimiz, tim trtnler icin kaliteyi saglamak icin yaslanma hatti,
profesyonel cihazlar ve enstrumanlar kullanarak urunleri tek tek test eder.

Q3.How fiyat hakkinda?
A3: Biz bir lreticiyiz ve her zaman miisterilerimize en rekabetgi fiyatlar sunuyoruz.
S4.Ayrica siparis vermek icin?

A4: Cevrimici servisle iletisime gecin veya dogrudan bize e-posta gonderdi, size triin fiyati,
spesifikasyonlar, paketleme vb. Size cevap verecegiz. Tesekkiir ederim.

S5.May Markalama performansini test etmek icin malzeme gonderirim?
A5: Evet! Ustin kalitemizi ve servisimizi test etmek icin malzeme gonderebilirsiniz.
S6. Fabrikamiz1 ziyaret edebilir miyim?

A6: Evet, fabrikamizi uygun zamaninda ziyaret etmenizi bekliyoruz.

Q7.How OEM veya ODM siparislerini yapabilir miyim?

A7: Farkli OEM icin farkli baski isleme sahip / ODM Orders. Litfen ¢evrimici servis ile bizimle iletisime
gecin veya dogrudan bize e-posta gonderin.

S8. Emirlerim icin nasil 6deme yapmaliyim?

A8: Sen T ile 6deme yapabilirsiniz / T nitelikli banka icin gecerli olacak ve MSM her siparis i¢in gerekli.



