SLS bask: Ug boyutlu bir parca olusturulana kadar, plastik tozlar (ciltleme ajanli seramik veya metal
tozlar), kat1 kesitler icine katmanla kat1 kesitlere katman halinde sindiren secici CO: lazer sinterleme
teknolojisini kullanir. Pargalar1 yapmadan Once, yap1 haznesini azotla doldurmaniz ve oda sicakligini
yiikseltmeniz gerekir. Sicaklik hazir oldugunda, bir bilgisayar kontrollii CO- lazer, bir toz yatagin
ylzeyindeki parcanin kesitlerini izleyerek pudrali malzemeleri segici bir sekilde sigortalar ve daha sonra
yeni katman icin yeni bir materiel uygulanir. Toz yataginin ¢alisma platformu bir katmana girecek ve
daha sonra silindir, tozun yeni bir tabakasini acacak ve lazer, parcalarin kesitlerini secici olarak sindirir.
Parcalar tamamlanana kadar islemi tekrarlayin.

Cin SLS Optik Sistem UreticisiCarmanhaas Yitksek izl - yiiksek hassasiyetli - yitksek kaliteli islev

ile miisteri dinamik optik tarama sistemi sunabilir.

@

L B
CARMAN HAAS

o

|
15

145

150

a6 20

146

156

Kesme icin 3D Galvo Tarayici Kafasi Tedarikci

Dinamik Optik Tarama Sistemi: On odaklama optik sistem, hareketli bir kiiciikk mercek ve iki odaklama
lensinden olusan tek bir lens hareketi ile yakinlastirma saglar. On kiiciik lens kirisi genisletir ve arka


https://www.opticallenssupplier.com/tr/products/3D-Printing-and-Additive-Manufacturing-Optical-Lenses-manufacturer-for-SLM-SLS-SLA.html
https://www.opticallenssupplier.com/tr/products/Additive-Manufacturing-Factory-Wholesales-3D-Galvo-Scanner-Head.html

odaklama lensinin 151 durdurur. On odaklama optik sisteminin kullanimi, odak uzunlugu uzatilabilir,
boylece tarama alanini artirabilir, bu nedenle, genis formath yuksek hizli tarama icin en iyi ¢oziimdr.
Genellikle genis formath isleme, markalama, kaynak, 3D baski, vb. Gibi genis formath isleme veya
degistirme ¢alisma mesafelerinde kullanilir.

o”
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Fiber Lazer Kesim Baskani Koruyucu Lens Fabrika

(1) Son derece dusiik sicaklik kaymasi (8 saatten fazla uzun streli ofset drift = 30 prad);

(2) Son derece yuksek tekrarlanabilirlik (= 3 pRAD);

(3) Kompakt ve giivenilir;

Tipik uygulamalar:

Carmanhaas tarafindan saglanan 3D tarama kafalari, yuksek end endiistriyel lazer uygulamalar icin ideal
¢ozumler sunar. Tipik uygulamalar arasinda kesme, hassas kaynak, katki maddesi Gretimi (3D baski),
buyiik olgekli isaretleme, lazer temizleme ve derin gravir vb.

Carmanbhaas, en iyi fiyat / performans orani triinlerini sunmay1 ve misterilerin ihtiyaglarina gore en iyi
konfigiirasyonlar: sunmay1 taahhiit eder.


https://www.opticallenssupplier.com/tr/products/F-Theta-Scan-Lens-for-SLM-SLS-SLA-Optical-system-supplier-in-china.html

Dfs30-10.6-wa, dalga boyu: 10.6um

Tarama yapildi (mm x mm) 500x500 700x700 1000x1000
Ortalama nokta boyutul / E? (um) 460 710 1100
Calisma Mesafesi (mm) 661 916 1400
Aciklik (mm) 12 12 12

Not:

(1) Calisma Mesafesi: Tarama kafasinin 151n ¢ikis tarafinin alt ucundan is parcasinin yluzeyine mesafe.

2)m?=1

Koruyucu lens

Cap (mm) Kalinhk (mm) Kaplama
80 3 AR/ AR@10.6um
90 3 AR /AR@10.6um
110 3 AR/ AR@10.6um
90 * 60 3 AR/ AR@10.6um
90 * 70 3 AR/ AR@10.6um




GF100 ( Glass Fiber Composite Nylon Powder )

PHYSICAL
CHARACTERISTICS

Apparent density =0.66 g/cm?

THERMAL Melting Point: 183%
PROPERTY HDT: 89°C £163°C

Density:  1.24 gfcm?

Tensile Modulus: 3498 MPa
Tensile Strength: MPa
MOLDING 59

PERFORMANCE

Motched Impact Strength:  4.11 KJlfm?

Bending Modulus: 2413 MP:

Bending Strength: &7 MPa

MF100 ( Mineral Fiber Composite Nylon Powder )

PHYSICAL
CHARACTERISTICS

Apparent density: =20.53 g/cm

ting Point:  180°C

THERMAL Me
PROPERTY HDT: 125%C 1 170°C

I.enl_.il',,-" 1.18 gfcm
Tensile Modulus: 6128 MPa

Tensile Strength; 50 MPa

MOLDING Elongation at break: 4.6%

Bending Modulus: 4630 MPa

Bending Strength:

ZRTPU ( Thermoplastic Polyurethanes Powder )

Grain Size: 60pm
PHYSICAL

CHARACTERISTICS

Shape Spherical

Apparent density 0.47 gfcm?
THERMAL Melting Point:  165°C
PROPERTY HDT - . turet 2B

Density 1.15 gfcm?
Tensile Modulus: 61 MPa

Tensile Strength: 21 MPa
MOLDING

PERFORMANCE

Elongation at break: 310%
Tear strength 101 N/mm

Bending Modulus: 74 MPa

Ben

1 Strength: 3.3 MPa

PERFORMANCE Un-notched Impact Strength:  20.75 Kl/m?

Motched Impact Strength:  5.58 KJ/m?









mEwE.
A+,

| |
.
.
x
.







Sertifika ve Sergi
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CERTIFICATE

ATIESTATION
CERTIFICATE OF MACHINERY AND
LOW VOLTAGE DIRECTIVES

Technical file of the company mentiened below has been ebserved and audit has been
completed successfully. 2006/42/EC Machinery Directive and
2014/ 35/EU Low Voltage Directive have been taken as references for these processes
Company Name : Carman HAAS IaserTechnology (Suzhou) Co., Itd.

Company Address : No 155, West Road Suhong, Suzhou Industrial Park, Suzhou City,
Jiangsu , P.R.China

Related Directives and Annex : Low Voltage Directive 2014/35/EU
Machinery Directive 2006/42/EC

Related Standards : EN 50O 12100:2010; EN 60204-1:2006+A1:2009+AC:2010
Product Name : Laser Marking Machine

Report No and Date : SD-90049717;09.08.2018

Product Brand/Model/Type : LMCH-3W,LMCH-5W, LMCH-10W,LMCH- 15W LMCH-20W,LMCH-25W,
IMCH-30W,IMCH-50W,LMCH-60W,LMCH-70W LMCH-100W,
LMCH-120W.IMCH-150W.LMCH-200W.LMCH-300W.LMCH-500W

Certificate Number : M.2018.201.N6073
Initial Assessment Date :10.08.2018

Registration Date : 13.08.2018

Reissue Date/No 3

Expiry Date - 12.08.2023 and Trade Inc. Co.
gt

The valdey of the conficate can be checked theough wwwudem.comtz Tha CE mark shown on the

ean only be used under the responsbilty of the manufactuer with the completion of EC Declaration of W
< Drocenes piopeny of UDM =
Aueliting Tisiningg Centre Inelustry aindl Tradie Inc. Co. to whom it must be retumed upon request, The above.
named fisn must keep a copy of this cenificate for 15 years from the regitration of certiicate, This cenficate:

LA

iy covers the product(s) stated above and UDEM st be noticed i case of any changes on the productis)
Address: Mutlukent Mahallesi 2073 Sokak (Eski 93 Sokak) Nor10 Cankaya - Ankara - TURKEY
Phone: +90 0312 443 03 90 Fax: +90 0312 443 03 76

E-mait info@udemitd.com.tr www.udem.com.tr

Certificate of Approval

Certificate No.: 10119Q12565R0M

Awarded to
Carman Haas Laser Technology(SuZhou)
Co., Ltd.

Organization Code Centificate No. / Unified Social Credit Code:91320594MA I MFAEP36
Add.:Ne.155, West Road Suhong, Suzhou Industrial Park, Suzhou City, Jiangsu Province, P.R. China. 215000

Beijing ZhongLian TianRun Certification Center (ZLTR) certify that the
Quality Management System of the above organization has been assessed and found to be
in accordance with the requirements of the standard:

GB/T19001-2016 / 1IS09001:2015

SCOPE OF CERTIFICATION/REGISTRATION
The Research and Development and Production of Optics Lenses (Except the limits of
national laws and regulations. )

This certificate is made valid when used with certification scopes and the requirements of applicable
laws and regulations. These requirements include, but are not limited to, administrative permits,
scopes of qualifications, and CCC i
Subject to operation conditions int requirements conformity with Quality Management System,
This Certificate is valid for a period of three years only,
Date from: Mar 13th,2019 To: Mar 12th,2022
The effectiveness of this Ceriificate shall be Validated by periodic surveillance audit

of ZLTR for maintenance.
Informarion of this certificate canhe found on the official website of Beijing Zhonglian Tianrun
Certification center (http://wiww.zlir.com.cn)

Beijing Zhongliantianrun Certification Center

nit Block 1, No.4Yard, Qiyeng Road, Chaoyang Distict, Befing, P R. China 100102
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BRRLEARS

LASER I PHOTONICSCHINA

LASERIPHOTONICS

Messe Minchen

LASER PHOTONICS INDIA'

Paket listesi

i

[P

" ~_CARMAN HAAS Laser
| Technology (Suzhou) Co., Ltd.

“’MAKTEK 4O RAULOGIC

eurasia
Turkey

SIGNISTANBUL
A

Russia

ry

. &

D
. hmlllrlmf}l!l!lﬂsl‘.ﬂ b
- =) -
+ i =

T




oL OND
<SE#HS— Fedox

fade politikasi:

Geri donduriulmelidir:



Adim 1) Bu web sitesi e-postasiyla bize ulasin.

Adim 2) Sahip oldugunuz sorun hakkinda miimkiin oldugunca fazla ayrint1 saglayin.

Adim 3) Ogeyi iade etme yetkisi verilecektir.

Adim 4) Kabul edilen degistirme veya geri 6deme icin 6geyi iade edin.

Lojistik:

(1) Lazer optik siparis teslimati icin, DHL, UPS, FEDEX, TNT, EMS, ETS ile istege bagh olabilir.

(2) icinLazermakineEmirTeslimat,olmakistege baglile birlikteterimlerile ilgiliEski isFob, cnf,
cifTarafindanHavaveyatarafindanDeniztemelliuizerindeNSalicininileticilerveyabizim.

Q1. Bir uretici misiniz?
Al: Evet, kendi kaliplarimiz ve iiretim hatlarimizla profesyonel ve deneyimli iireticiyiz.
Q2.How trinlerin kalitesi hakkinda?

A2: Teknisyenlerimiz ve QC ekiplerimiz, tim triinler icin kaliteyi saglamak icin yaslanma hatti,
profesyonel cihazlar ve enstriimanlar kullanarak irtnleri tek tek test eder.

Q3.How fiyat hakkinda?
A3: Biz bir lreticiyiz ve her zaman miisterilerimize en rekabetgi fiyatlar sunuyoruz.
Q4.How siparis vermek igin?

A4: Cevrimici servisle temasa gecin veya dogrudan bize e-posta gonderdi, size triin fiyati,
spesifikasyonlar, paketleme vb. Size cevap verecegiz. Tesekkiirler.

Q5.May Isaretleme performansini test etmek icin malzeme goénderir miyim?

A5: Evet! Ustiin kalitemizi ve servisimizi test etmek icin malzeme gonderebilirsiniz.
S6. fabrikaniz1 ziyaret edebilir miyim?

A6: Evet, fabrikamizi uygun zamaninizda ziyaret etmenizi bekliyoruz.

Q7.How OEM veya ODM siparislerini nasil yapabilirim?

A7: Biz farkli OEM / ODM ord igin farkh baski isleme varers. Litfen ¢cevrimici servis ile bizimle iletisime
gecin veya dogrudan bize e-posta gonderin.

S8. Emirlerim i¢in nasil 6deme yapmaliyim?

A8: Her siparis icin Nitelikli Banka ve MOQ icin T / T ile 6deme yapabilirsiniz.



