Uriin Aciklamasa:

Paslanmaz c¢elik malzeme, insaat, mutfak aletleri, elektronik ekipman, araclar vb. Gibi ¢esitli alanlarda
yaygin olarak kullanilir. Su anda, Cin'deki paslanmaz renk isaretleme uygulamasi giderek daha fazla
ureticiler tarafindan kullanilmistir.

Carmnhaas Cin'de profesyonel lazer makinesi tedarikgisi olarak, paslanmaz celikten farkli renk elde
etmek icin lazer teknik destegini sunar. Sadece birkag dakika, paslanmaz gelik yilizey gesitli glizel
desenlere sahip olabilir, sadece estetik degeri iyilestirmekle kalmaz, ayni1 zamanda hayattaki paslanmaz

geliklerin uygulanmasi igin daha fazla olanak saglar ve baska bir lazer markalama ¢agirir. (China fiber
lazer markalama makinesi toptan)

Uriin Principe:

Carmnhaas Lazer Renk Isaretleme Makinesi Paslanmaz Celik Malzeme Renkli Lazer Markalama Prensibi,
paslanmaz celik lazer boyali ylizeyini analiz etmek icin ince film analizori kullaniyor ve lazer etkisiyle
paslanmaz celik yilizeyinde ince bir filmin iiretilecegini buldu. Ciinkii 151k, lazer hareketi asagidaki sekilde
gosterildikten sonra filmin yiizeyine carptiginda, farkl renkler iiretilir. incelendiginde ne tiir bir 151k
glugclendirilir, paslanmaz ¢elik oksit filmin kalinligina baghdir, renklerden birinin 151§1 yogunlastiginda,
ince filmin yuzeyi gelismis rengi gosterir.
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Lazer igaretleme Makinesi Fabrika
Uriin ozelligi:

(1) Darbe genisligi ayarlanabilir, paslanmaz celik lizerinde farkli renk elde edebilir;

(2) Yesil isleme, sprey boyama ile karsilastirildiginda, lazer markasinin kirlenmesi yoktur;

(3) temassiz isleme, lUriinlere zarar gelmemesi, ara¢ asinmasi yok, iyi isaretleme kalitesi

(4) Lazer 1s1n1 incedir, isleme malzemesi tikketimi ¢ok kiciiktir ve islem 1s1s1 etkilenen alan kiicuktiir.
(5) Yiiksek isleme verimliligi, bilgisayar kontroli ve kolay otomasyon.

Uriin uygulamasa:

(1) Metal yuzey isleme, soyma kaplama

(2) Aliminyum Siyah Isaretleme

(3) Yart iletken ve Elektronik Endiistrisi Uygulamalar

(4) genis alan gravur

(5) Plastik veya diger hassas malzeme lizerinde miikemmel isaretleme etkisi


https://www.opticallenssupplier.com/tr/products/50W-Fiber-Laser3D-Deep-Engraving-Marking-Machine-for-Metal-and-Nonmetal-Surface.html
https://www.opticallenssupplier.com/tr/products/50W-Fiber-Laser3D-Deep-Engraving-Marking-Machine-for-Metal-and-Nonmetal-Surface.html
https://www.opticallenssupplier.com/tr/products/50W-Fiber-Laser3D-Deep-Engraving-Marking-Machine-for-Metal-and-Nonmetal-Surface.html
https://www.opticallenssupplier.com/tr/products/JPT-Mopa-M1-M6-color-fiber-laser-marking-machine-supplier-laser-printer-for-stainless-steel-color-ma.html

(6) paslanmaz celikte siyah isaretleme

Teknik parametreler:

P/n Lmch-20 Lmch-30
Lazer ¢ikis giici 20w 30w

Dalga boyu 1064nm 1064nm
Isin kalitesi m2 <1.3 <1.3

Lazer frekansi

20khz ~ 1000khz

20khz ~ 1000KHzz

Isaretleme alani

100x100 ~ 300x300mm

100x100 ~ 300x300mm

Isaretleme hiz1

8000-10000mm /s

8000-10000mm / s

Minimum karakter 0.2mm 0.2mm
Minimum Hat Genisligi 0.01lmm 0.0lmm
isaretleme derinligi <0.3mm <0.3mm
Toplam gii¢ 500w 500w
Dogrulugunu tekrarla + 0.002mm + 0.002mm
Elektrik 220 =10, 50 / 60Hz 220 = 10, 50 / 60Hz
Makine boyutu 750mmx600mmx1400mm 750mmx600mmx1400mm

Sogutma sistemi

Hava sogutma

Hava sogutma

Lazer Kaynag: Teknik Parametreler:
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Laser Type Unit MOPA
Product Model YDFLP-20-M1+-S YDFLP-30-M1+-S
"y =13
Delivery Cable Length m 2
Nominal Average Qutput Power W =20 | =30
Maximum Pulse Energy mJ 05
Full Power Repetition Range kHz 40~1000 | 60~1000
Pulse Repetition Rate Range kHz 1~1000
Pulse Duration ns 65~250
Longtime Average Power stability % <5
Cooling Method Air Cooling
Supply DC Voltage (VDC) A 24
Current Consumption A =8 <10
Current Supply Consumption A =8 =10
Power Consumption@20C W =192 <240
Central Emission Wavelength nm 1064
Emission Bandwidth@3dB nm <15
Polarization Random
Anti-Reflection Protection Yes
Qutput Beam Diameter mm 705
Output Power Tuning Range % 0~100
Operation Temperature 55, 0~40
Storage Temperature = -10~60
Weight KG NG: 8§ GWO.75
Dimension WxDxH mm 315x220x99
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(A 1PTMOPA M1+ 20W/30W

CARMAN HAAS

Tasinabilir fiber lazer markalama makinesi toptan

Fabrika ve Sertifika
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https://www.opticallenssupplier.com/tr/products/Portable-Mini-Fiber-Laser-Marking-Machine-Supply-in-China.html
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CERTIFICATE

ATIESTATION
CERTIFICATE OF MACHINERY AND
LOW VOILTAGE DIRECTIVES

Technical file of the company mentioned below has been observed and audit has been
completed successfully. 2006/42/EC Machinery Directive and
2014/ 35/EU Low Voltage Directive have been taken as references for these processes
Company Name : Camman HAAS Laser Technology (Suzhou) Co., Itd.

Company Address :No 155, West Road Suhong, Suzhou Industrial Park, Suzhou City,
Jiangsu , P.R.China

Related Directives and Annex : Low Voltage Directive 2014/35/EU
Machinery Directive 2006/42/EC

Related Standards : ENISO 12100:2010; EN 60204-1:2006+A1:2009+AC:2010
Product Name : Laser Marking Machine

Report No and Date : SD-90049717;09.08.2018

Product Brand/Model/Type : LIMCH-3W,LMCH-5W,LMCH-10W,LMCH-15W,LMCH-20W,LMCH-25W,
LMCH-30W,LMCH-50W,LMCH-60W,LMCH-70W,LMCH-100W,
LMCH-120W,LMCH-150W,LMCH-200W,LMCH-300W,LMCH-500W

Certificate Number : M.2018.201.N6073
Initial Assessment Date :10.08.2018

Registration Date :13.08.2018
Reissue Date/No :

Expity Date :12.08.2023 and Trade Inc. Co.
The validity of the certificate can be checked through www.udem.com.tr. The CE mark shown on the right
can only be used under the responsibility of the manufacturer with the completion of EC Declaration of
Confomity for all the relevant Directives. This certificate remains the property of UDEM Intemational Certification
Auditing Training Centre Industry and Trade Inc. Co. to whom it must be retumed upon request. The above
named firm must keep a copy of this certificate for 15 years from the registration of certificate. This certificate
only covers the product(s) stated above and UDEM must be noticed in case of any changes on the product(s)

Address: Mutlukent Mahallesi 2073 Sokak (Eski 93 Sokak) No:10 Cankaya - Ankara - TURKEY

Phone: +90 0312 443 03 90 Fax: +90 0312 443 03 76
E-mail info@udemltd.com.tr www.udem.com.tr




T
0
O
0
S
=3

S Aen
HERR Jg

Certificate of Approval

Certificate No.: 10119Q12565ROM

Awarded to
Carman Haas Laser Technology(SuZhou)
Co., Ltd.

Organization Code Certificate No. / Unified Social Credit Code:91320594MA1MF4EP56
Add.:No.155, West Road Suhong, Suzhou Industrial Park, Suzhou City, Jiangsu Province, P.R. China. 215000

Beijing ZhongLian TianRun Certification Center (ZLTR) certify that the
Quality Management System of the above organization has been assessed and found to be
in accordance with the requirements of the standard:

GB/T19001-2016 / 1ISO9001:2015

SCOPE OF CERTIFICATION/REGISTRATION

The Research and Development and Production of Optics Lenses (Except the limits of
national laws and regulations. )

This certificate is made valid when used with certification scopes and the requirements of applicable
laws and regulations. These requirements include, but are not limited to, administrative permits,
scopes of qualifications, and CCC requirements.

Subject to operation conditions in requirements conformity with Quality Management System,
This Certificate is valid for a period of three years only,

Date from: Mar 13th,2019 To: Mar 12th,2022
The effectiveness of this Certificate shall be Validated by periodic surveillance audit

of ZLTR for maintenance.
Information of this certificate can’be found on the ofﬁclal website of Beijing Zhonglian Tianrun
ertification center (http://www.zltr.com.cn

SCC Accredited
CB-MS

©

OCsSM
Accrédité CCN

Beijing Zhongllantian run Certification Center
Room2603, 22nd Floor, 2nd Unit, Block 1, No.4 Yard, Qiyang Road, Chaoyang District, Beijing, P.R. China 100102

Information of this certificate can be found on the official website of Certification and Accreditation Administration of the People's Republic of China (http://www.cnca.gov.c)

T
0
©
o
S
o




Oge ad1 Miktar

Lazer markalama makinesi Carmanhaas 1 set
Makine govdesi Masaiistil

Ayak anahtarn 1 set

AC g kablosu (istege bagl) é&é dAaBr]t) / Ulusal 1 set
Anahtarn araci 1 set

30cm cetvel 1 parca
Kullanim kilavuzu 1 parca
Lazer koruyucu googles 1064nm 1 parca
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Paket ayrintilan

Bir tahta sandik iginde bir set

Tek paket boyutu

110x90x78 cm

Tek briit agirlik

110kg

Teslimat suresi

Tam odeme aldiktan sonra 5-7 giin iginde sevk edildi

Iade politikasi:

Biz iicretsiz bir y1l tam makine garantisi ve iki yil lazer kaynag1 garanti veriyoruz

Geri dondurtulmelidir:

Adim 1) Bu web sitesi e-postasiyla bize ulasin.

Adim 2) Sahip oldugunuz sorun hakkinda miimkiin oldugunca fazla ayrinti saglayin.
Adim 3) Ogeyi iade etme yetkisi verilecektir.

Adim 4) Kabul edilen degistirme veya geri 6deme igin 6geyi iade edin.

SSS:

S1. Uretici misiniz?

Al: Evet, kendi kaliplarimiz ve iiretim hatlarimizla profesyonel ve deneyimli iireticiyiz.

S2. Uriinlerin kalitesine ne dersin?




A2: Teknisyenlerimiz ve QC ekiplerimiz, tim trtnler icin kaliteyi saglamak icin yaslanma hatti,
profesyonel cihazlar ve enstrumanlar kullanarak urunleri tek tek test eder.

S3. Fiyata nasil?
A3: Biz bir ureticiyiz ve her zaman miisterilerimize en rekabetci fiyatlar sunuyoruz.

S4. Nasil siparis verilir?
A4: Cevrimici servisle temasa gecin veya dogrudan bize e-posta gonderdi, size tiriin fiyati,
spesifikasyonlar, paketleme vb. Size cevap verecegiz. Tesekkiirler.

S5. isaretleme performansini test etmek icin malzeme gonderebilir miyim?
A5: Evet! Ustiin kalitemizi ve servisimizi test etmek icin malzeme gonderebilirsiniz.

S6. Fabrikam ziyaret edebilir miyim?
AG6: Evet, fabrikamizi uygun zamaninizda ziyaret etmenizi bekliyoruz.

S7. OEM veya ODM siparislerini nasil yapabilirim?
A7: Farkli OEM / ODM siparisleri igin farkli baski islememiz var. Liitfen ¢evrimici servis ile bizimle
iletisime gecin veya dogrudan bize e-posta gonderin.

S8. Emirlerim icin nasil 6deme yapmaliyim?
A8: Her siparis i¢in Nitelikli Banka ve MOQ igin T / T ile 6deme yapabilirsiniz.

Lojistik:
(1) Lazer optik siparis teslimati icin, DHL, UPS, FEDEX, TNT, EMS vb. ile istege bagh olabilir.

(2) Lazer makinesi siparis teslimati icin, EXWORK, FOB, CNF, CIF sartlan ile havadan veya alicinin
ileticilerine veya bizimize gore deniz yoluyla istege bagh olabilir.



