Uriin Aciklamast:

Carmanhaas Telecentric tarayarak lensler optik diizenlemesi her zaman diiz alana dik olacak sekilde
151n1n1 odaklamak igin tasarlanmis olan 6zel bir yapilandirma vardir. Bu delinmis delikler bile tarama
alaninin merkezinde kapatma yuzeyine dik olmasini saglayarak, baskili devre kartlarinda sondaj deligi
aracihigiyla gibi uygulamalar delmek icin 6zellikle 6nemlidir. Kaynak ve spot bile alaninin gevresinde
bulunan, yuvarlak kaldigi stirece yapilandirma uygulamalar: da Telesentrik lens kullanimindan
yararlanabilir.

Telecentric tarama lensler her zaman ¢ok eleman tasarimlar ve bir mahfaza iginde temin edilir. En az bir
mercek eleman taranacak alan boyutundan daha biiytik olacaktir. Uygulamada, bu araglar da sadece az
alan boyutlar1 mimkiindur iiretimi ve maliyet nedenlerinden dolay: kisa bir odak uzunluklari ima oldugu.
Her 6zel uygulama bu mercek tipleri igin 6zel ¢oziimler gerektirir.

Bir 6n tasarim igin 6zellikleri ile bize ulasin ve biz teklif edecek: Telecentric Mercek Fiyat Cin

Ozellikleri:

(1) Yuksek hassasiyet, kiigik montaj hatasi: < 0.05mm
(2) Yuksek gegirgenlik:> / =% 99.8
(3) Yiiksek zarar esigi: 10GW / cm2

Carmanhaas Avantajlar:

ozel gereksinimlerine Yapilan (1).
(2) Gelismis ici tasarimi, alaninda yenilik y1l dayanan
(3) kritik uygulamalar icin dikey kiris


https://www.opticallenssupplier.com/tr/products/532nm-Telecentric-Lenses-on-Sale-in-China-for-Nanosecond-Laser-Cutting.html
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Tiklamak Cin Telecentric Mercek Ureticisi Daha fazla bilgi edinmek

Teknik parametreler:

532nm Telecentric F-Theta Scan Lenses

s Scan Field | Max Entrance | Working Distance | Mounting
Part Description FL(mm) .
(mm) Pupil (mm) (mm) Thread
TSL-532-50-100-(15CA) 100 50x50 15 123.6 M85x1
TSL-532-165-277-(15CA) 277 165x165 15 355.8 M102x1
1064nm/1030-1090nm Telecentric F-Theta Scan Lenses
n Scan Field | Max Entrance | Working Distance | Mounting
Part Description FL(mm) .
(mm) Pupil (mm) (mm) Thread
TSL-1064-80-130-(14CA) 131.5 80x80 14 158.7 M85x1
TSL-(1030-1090)-45-100-(14CA) 100 A5x45 14 137 M85x1
TSL-(1030-1090)-60-120-(15CA) 120 60x60 15 162 M85x1
TSL-(1030-1090)-85-170-(20CA) 170 85x85 20 215.5 M85x1
355nm Telecentric F-Theta Scan Lenses
o g Scan Field | Max Entrance | Working Distance | Mounting
Part Description FL(mm) .
(mm) Pupil (mm) (mm) Thread
TSL-355-50-100 100 50x50 7 132 M85x1
TSL-355-50-100 100 50x50 9 135 M85x1
TSL-355-100-170 170 100x100 10 2246 M85x1
TSL-355-130-250-(15CA) 250 130x130 15 3418 M85x1
TSL-355-175-305-(15CA) 305 175x175 15 393.8 6-M8



https://www.opticallenssupplier.com/tr/products/532nm-Telecentric-Lenses-on-Sale-Used-for-Laser-Cutting.html
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Figure 2: Non-telecentric vs. telecentric f-theta lenses.
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Sertifika ve Sergi



CERTIFICATE

ATIESTATION
CERTIFICATE OF MACHINERY AND
LOW VOLIAGE DIRECTIVES

Technical fle of the company mentioned below has been observed and audit has been
completed successfully. 2006/42/EC Machinery Directive and
2014/ 35/EU Low Vohage Directive have been taken as references for these processes
Company Name : Carman HAAS Laser Technology (Suzhou) Co., Lid.

Company Address : No 155. West Road Suhong. Suzhou Industrial Park, Suzhou Ciy.
Jiangsu . P.R.China

Related Directives and Annex  : Low Vollage Directive 2014/35/EU
Machinery Directive 2006/42/EC

Related Standards : EN BO 12100:2010; EN 60204 -1:2006+A1:2009+AC:2010

Product Name ¢ Laser Marking Machine

Report No and Date : SD-90049717:09.08.2018

Product Brand/Model Type ¢ IMCH-3W,IMCH-5W.LMCH-10W.LMCH- 1 SW.LMCH-20W,IMCH-25W,
LMCH-30W,LMCH-50W LMCH-60W.LMCH-70W.LMCH-100W,
LMCH-120W.IMCH-150W.LMCH-200W.LMCH-300W.LMCH-500W

Centificate Number : M.2018.201.N6073
Inktial Asessment Date 1 10.08.2018 -

Reghtration Date 1 13.082018 UD! atonalConiication

Retsue Date/No : Auditing Training Cgntre Industry
Expiry Date £ 12.08.2023 and Trade Inc. Co.
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an oy be el e e pomilty of & e o et b the .--;n..ug Declosation of
Comtomty b Sr—
et Tyt Covime Yoty ot e 4 (n--u-r—l-m-iqmm The above
e fon 15
ey Comem the pronh i satest b ved LDAM
Address: Muthikent Mahalos 2073 Sokak (El 93 Sokak) Noc 10 Cankaya - Ankara - TURKEY
Phone: +50 0312 44303 90 Fax: 90 0312 44303 76
Emak nfoPudembd comtr  www.udem. com

Certificate of Approval
Certificate No.: 10119Q12565R0M
Awarded to
Carman Haas Laser Technology(SuZhou)

Co., Ltd.

Organiation Code Cetificate No. / Unified Social Crodet Code 91 120894MATMISEPSS
W\ol““eﬂk&dm Industrial Park, Suzhou City, Jungsu Province, PR. China. 215000

Beijing ZhongLian TianRun Certification Center (ZLTR) certify that the
Quality Mdmwnml Sysmn q".rh( ubow nqtmmm Ius been assessed and found to be

py

GBIT19001-2016 / ISO‘9001 2015

SCOPE OF CERTIFICATION/REGISTRATION
The Research and Development and Production of Optics Lenses (Exeept the limits of
national laws and regulations. )

1006 OSI
1006 OSI

This certificate is made valid when used with certification scopes and the requirements of applicable
laws and regulations. These requirements include, but are wot limited to, administrative permits,
.;( qualifications, and CCC requirements.
Subject to operalic ditiors ity with Quality Management System,
This Crrh_ﬁm!r is valid for a period of three years only,
Date from: Mar 13th,2019 To: Mar 1211,2022
The effectiveness of this Certificate shall be Validated by periodic surveillance audit
{rILTR r maintenance. " -
o the official website of Beifing Zhonglian Thanren
R/ /e T com £n)
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fade politikasi:

Doner gerekli olmalidir:



Adim 1) Bu web sitesi e-posta ile bize ulasin.

Adim 2) Eger yasadiginiz sorun hakkinda mimkiin oldugunca ¢ok detay olarak saglayin.
ogeyi dondirmek icin Adim 3) Yetki belgesi verilecektir.

Adim 4) kararlastirilan degistirme veya para iadesi i¢in oge.

Lojistik:

(1) Lazer Optik siparis verme igin, istege bagh olabilir DHL, UPS FedEx, TNT, EMS, ETS

(2) icinLazermakinesiparisteslimat, kutuolmakistege baghile birliktesartlarile ilgiliEski isFOB, CNF,
CIFileHavaveyaileDeniztemelliiizerindealicininileticileriveyabizim.

Size bir uretici Q1.Are?
Al: Evet, biz kendi kalip ve iiretim hatlar ile profesyonel ve deneyimli tireticisi.
uriinlerin kalitesi hakkinda Q2.How?

A2: Teknisyenlerimiz ve QC ekipleri tiim triinler icin kalitesini saglamak icin, profesyonel cihazlar ve
aletler yaslanma satirini kullanarak tek urunleri tek test eder.

fiyat hakkinda Q3.How?
A3: Biz tiretici ve her zaman musterilerimize en rekabetci fiyatlarla sunuyoruz.
Q4.How siparis vermek?

A4: bize dogrudan cevrimici hizmet veya gonderilen e-postaya sahip Iletisim, yakinda vb ambalaj, iiriin
fiyatina ozellikleri ile size cevap verecektir. Tesekkiir ederim.

Q5.May ben testi isaretleme performansina malzeme gondermek?

A5: Evet! Bizim iistun kalite ve hizmet test etmek malzeme gondermek icin bekliyoruz.
Q6.Can ben fabrika ziyaret?

A6: Evet, uygun bir zamanda fabrikamiz ziyaret edilir.

Q7.How Ben OEM ve ODM siparisleri yapabilir?

A7: Farkli OEM icin farkli baski isleme sahip / ODM Orders. Cevrimici hizmet ile bize ulasin veya
dogrudan bize e-posta gonderin.

S8. Nasil siparisleri icin 6demeliyim?



A8: Sen T ile 6deme yapabilirsiniz / T nitelikli banka i¢cin gecerli olacak ve MSM her siparis i¢in gerekli.



